AU SOKAK LAMBASI SERISI
GATEK STREET LIGHTING SERIES

GTD-30S
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» Uriiniin gévdesi; aliminyum enjeksiyon » Die-cast aluminium

> Mikemmel termal performans » Excelant thermal performance

> Calisma sicakligi-40 °C/+70°C » Operating temperature -40 °C/+70°C

> Omir: >50.000 saat, PF: >35% > Life:>50.000 h, PF>95%

> 90 ° ayarlanabilir montaj agisi > Angle can be adjustable (90 °)

> Girig gerilimi : 220-240V Frekans: 50-60 Hz > Input voltage: 220-240V Frequency: 50-60 Hz

> Renksel ger.ind. (CRI): >80 > Colour Ren. In(CRI): >80

> Giig faktori: >0,95 > Power Fac. >0,95

> 3yl garanti. » 3yearwarranty

UYGULAMA ALANLARI @ @ @

Field of applications ___ _ _

iEUHLIFAIg‘ MEYDANLAR  BINA GEVRESI PARKLAR OTQQ;(\‘:]I}T(LAR
Urin kodu Foue ™ clolemposgs  Podmlemt  benom  Cooop  KutyEbatlan
(W) (Im) (k) (kg) (mm) (kg) (mm)

GTD-30S30 30 3960 3000-6500 35 292748598 4.2 3007490100
GTD-30S40 40 5280 3000-6500 37 292748598 44 3007490100
GTD-30S50 50 6600 3000-6500 37 292748598 44 3007490100
GTD-30S60 60 7920 3000-6500 39 29248598 4,6 3007490100
GTD-30S75 75 9900 3000-6500 41 292748598 48 30074907100
GTD-30S90 90 11880 3000-6500 42 29248598 49 3007490100
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